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ROLSCREEN CONSTRUCTION 


STANDARD TYPE 


In its engineering activities the Rolscreen Company has always held to the fundamental principles that 
ROLSCREENS must be easy to operate and easy to install, and of such rigid and durable construction that 
they will give many years of trouble-proof service under most strenuous conditions. Those features which 
have made ROLSCREENS a really practical rolling window screen and have led to their adoption by thou- 
sands of owners, builders and architects all over the world, are exclusive and patented. 


ROLSCREENS are built in standard stock sizes to fit all openings from 10” to 61” wide, and up to 
120” high, and are carried in stock ready for immediate shipment. 


ROLSCREEN FEATURES—GUIDES 


(Numerals refer to features pointed out in cut-away illustration of Rol- 
screen Construction.) 

The Rolscreen guides (1) grip lugs (2) fastened in the selvages of the 
screen wire and prevent its sagging and bagging. Slotted holes in the at- 
taching flanges allow the guides to adjust Fr homeelvcs in case of swelling 
or shrinking of the woodwork. Blocks on the ends of the operating bar 
(8) are frictionally engaged in the guides. This frictional engagement 
prevents the cross bar tilting and regulates the action of the screen pre- 
venting its flying to the top when released. When installing Rolscreens, 
the operating bar, as it is drawn through the guides, acts as a template, and 
automatically adjusts the guides to the opening. Lips at the upper ends 
of the guides co-acting with the housing, assure accurate installation. The 
guides are very inconspicuous—the only part exposed being a bead the 
size of a pencil. A specially designed groove along the jaws of the guides 
prevents paint entering and binding the screens when redecorating them. 


ROLSCREENS ARE INDESTRUCTIBLE 


Rolscreens are built to stand up under 
hard service. If the screen wire receives a 
blow hard enough to tear or bag the ordi- 
nary screen, the lugs (2) in the selvages of 
the cloth are released from the guides (1) 
without injuring the wire. Upon pushing 
the entire released edge to the outside and 
raising the screen its full length, it will 
re-align itself by riding over the cut-away 
back side of the guide (3) and will be 
automatically re-entered and _ re-stretched 
when the screen is lowered. 


THE ROLLER ASSEMBLY 


The roller (4), onto which the screen wire is soldered, together with 
the spring inside, is built in the Rolscreen factory. The springs are coiled 
out of extra heavy oil-tempered wire on automatic machines. The entire 
assembly is very simple and durable and cannot give trouble. 


THE HOUSING 


The Rolscreen housing is electrically welded and of very sturdy con- 
struction. Recessed ends (6) reinforce it and make it rigid. The standard 
housing. is 25g” square. For openings less than 52” high, a 214” housing 
may be used. For openings over 84” high, a 2%” housing must be used. 

All of the metal parts of ROLSCREENS, the housing, guides, and operat- 
ing bar, are constructed of lead-coated terne-plate, which offers a perfect 


bond for paint. 
THE FLOATING ROLLER 


A special feature of Rolscreens is the patented “floating” roller (5). As 
the screen lowers and the roll of screen cloth grows smaller, the entire 
roller assembly automatically moves forward. The screen wire cannot drag 
on the lower edge of the housing and cannot wear out. 


SCREEN CLOTH 


The screen cloth (7) is double-lifed, rust-proofed, triple selvaged Alum- 
inA, especially woven and processed for Rolscreens. It is a clean grey 
color and almost invisible. It has great tensile strength, it is rigid and is 
built up of materials that are guaranteed not to break or crack under 
continuous flexing. The mesh is perfect, sixteen strands to the inch. This 
is an ideal weave. It keeps out the smallest insects, yet allows maximum 


visibility and ventilation. 
METAL PARTS 


The metal parts of Rolscreens are manufactured from lead coated terne- 
plate. This metal provides a perfect surface for paint, for Rolscreens are 
usually to be painted after they are installed so as to harmonize with sur- 
rounding trim. If the screens are not to be immediately painted, they 
can be prime coated at the factory for a very small charge. Or they can 
be completely finished in fine enamel at a nominal cost. 


LATCHES 


When lowered, Rolscreens are automatically locked on the window sill 
by positive latches (9) which are perfectly adjustable and can be un- 
locked only from the inside. No attachments to mar beautiful sills. 


Mechanical Features 


1. Rolsereen guide—Laterally adjustable, paint proof slide 
channel. 


Rolsereen lug in edge of screen cloth. 


. 


Rolscreen automatic re-entry feature. 
Rolscreen roller assembly. 
Rolscreen floating roller. 


Rolscreen recessed housing and welded construction. 
Rolscreen practically invisible cloth. 

Friction block (frictionally controlled operation). 
Automatic fully adjustable latch. 
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ROLSCREEN INSTALLATION 


On new work simple preparation can be made so that the window 
frame will receive the Rolscreen assembly substantially as shown. If 
desired a pocket can be left in the head of the window into which the 
housing is inserted so that it is practically concealed. 


On old work, the screen housing can be set across the head of the 
window and the guides can be installed between wood moulds. Or the 
entire Rolscreen assembly can be mounted by friction angles as shown 
on the opposite page. This installation is neat and satisfactory and not 
at all objectionable because the top and the sides of the window are 
usually concealed by shades and drapes. 


DE LUXE TYPE 


In designing the De Luxe Heavy Duty Type Rolscreen, it was the purpose of the Rolscreen Company to 
build the very best rolling screen that engineering genius and modern manufacturing facilities could achieve. 
In addition to all of the exclusive patented features incorporated in the Standard Rolscreen assembly,—the 
patented guide construction, lugs holding the screen cloth in the guides, automatic re-entry of screen cloth 
into the guides, frictional control of the operation of the screen, the floating roller, clear vision double-lifed 
AluminA screen cloth, and automatic lever type fully adjustable latches—three important features are added, 
a roller mounted on ball bearings, a heavy duty operating bar with a resilient rubberized sill contact. And 
then the most outstanding of all—a Spring Tension Adjuster. 


THREE 
ADDED 
FEATURES 


10.—Ball bearings mounted in 
each end of the roller as- 
sembly. They insure long 
service and easy operation. 


SPRING 
TENSION 
ADJUSTER 


12.—Rolscreen’s newest 
and most outstanding 
development is the 
Spring Tension Ad- 
juster. With a ratch- 
et screw driver and 
socket wrench ten- 
sion can be instantly 
increased or de- 
creased without dis- 
turbing screen. 


11. 


Heavy rigid operating bar 
—reinforced De Luxe 
Type with resilient rub- 
berized felt sill contact, in- 
suring perfect closure be- 
tween operating bar and 
sill—attached so as to be 
easily replaceable. 


ROLSCREEN MOUNTINGS 


q 


Friction Angle 


FRICTION ANGLES 


Friction an gles provide a 
simple means for mounting 
ROLSCREENS without special 
fitting or cutting the wood trim. 
They support the screen hous- 
ing and frictionally hold the 
Rolscreen guides. They are 
made in varying depths as 
shown on back page, so that 
standard stock size Rolscreens 
can be fitted into all fractional 
inch width openings. 


PLASTER CHANNELS 


Where there is to be no wood 
trim around the windows and 
the plaster is to be brought 
around the jamb directly into 
the sash, Rolscreens can be in- 
stalled by setting plaster chan- 
nels on the rough jambs so 
that they will be embedded in 
the plaster. A removable filler 
cap supports the Rolscreen 
housing and provides for inser- 
tion or removal of the screen 
assembly. 


Rolscreen Guarantee 


Rolsecreens are guaranteed against defects in workmanship 


and material for a ten-year period. A new screen or parts will 
be furnished free of charge for any failing under this guarantee. 
This does not cover damage or abuse to the screen or any other 
condition beyond the contro] of the manufacturer. 


Plaster Channel 


ROLSCREEN 


SECTIONS AND MOUNTINGS 
STANDARD TYPE ROLSCREENS 


STANDARD TYPE STANDARD TYPE 


HOUSING OPERATING BAR 
FULL FLOATING LEVER TYPE 
ROLLER ASSEMBLY LATCH 


DE LUXE TYPE BONS AEN 


OPERATING 
BAR 


SILL CORTACT. 


DE LUXE TYPE 
OPERATING BAR 
RUBBERIZED 
SILL CONTACT 


DE LUXE HOUSING 
114” HEAVY DUTY 
BALL BEARING 
FULL FLOATING ROLLER 


TYPICAL ROLSCREEN DIMENSIONS 


THIS FULL SIZE SKETCH 1S TYPICAL FOR 
EACH STOCK SIZE ROLSCREEN WIDTH 


FOR EXAMPLE A 24” ROLSCREEN 


POSER ERI IeMeRSOne 22 J / 


CONTROLLING DIMENSION 
“ 


WIDTH OF WIRE CLOTH wa 


VAL \ \ ; 
22/4 | 
OUTSIDE OF BEADS ON GUIDES 


Ba ras 
\_CLEARANCE FOR SELF 
ADJUST MENT 


2336" 


i OVERALL WIDTH TO OUTSIDE EDGES OF GUIDES 


" ’ ” 
ROLSC REEN Ss DIMENSION =24 
(GTOCK SIZE) 
SPECIAL NOTE: For close fit, all controlling dimen- 
sions ‘‘B’”’ may be reduced 14” to 2234” etc., but they can- 
not be less or screen will bind. 


SECTIONS AND MOUNTINGS 


17a" HOUSING 


ae eee ON fA" 
USE SS EEN 2a" Tpenien ks ETC. 
i 


OPNG MEASURES ON" FULLI 
VIZ8 (24% = (25% =26"= ETS 
USE SCREEN 24" 25*-26"-ETC. 


STANDARD ||| 
WOOD STOP}|| 
NSTALLATION ||| 
DETAIL 
NO. 50] 


SPECIAL 
NARROW GUIDE —-” 


4-244" 
USE SCREEN 24-25 
(BOX LENGTH CUT To ee i Si ETC) 


FRICTION ANGLES 
DETAIL NO.50 


ROLSCREEN H DIMEN SION 
TOP OF FINISH SILL TO TOP OF ROLSCREEN BOX 


“BUILDING-IN"DETAIL 
DETAIL NO.I18 


INSTALLATION 
DETAIL NO.507 


THICKNESS OF WOOD 
STOPS & MOULDS TO 
RECEIVE GUIDES MAY 
VARY SAME AS 
FRICTION ANGLES 


aSAS SIZE OF BOXUSE 


ANDARD 94 MULLION 
MULLIONS 
DETAIL NO.127-B 
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213 DETAIL NUMBERS REFER TO FULL 

e\<t SIZE DETAILS THAT ARE FURNISHED. 
a WOCD MEMBERS SHOWN WITH 
5 DETAILS ARE NOT FURNISKED By 


ROLSCREEN COMPANY. 

DETAILS IN THIS PAMPHLET ARE 
HALF FULL SIZE UNLESS NOTED 
OTHERWISE. 
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ROLSCREEN 
OFFERS: 


The finest screen for steel casements! Here is a new detail for installing ROL- 


SCREENS directly onto the casement section — in either old or new construction a 
— without preliminary arrangements. No bother, no muss — and at a surpris- r 
ingly low cost. The original beauty of your windows may be kept intact ——- no q 


ugly screen frames to destroy the appearance of or interfere with the light. All of 
| the old window screen worries eliminated once and for all. No bruised knuckles or 
torn fingernails in taking down screens for window washing or storage; no yearly 
painting or reconditioning; no soiled drapes; and, no screen cloth over glass when 
the window is closed and thereby destroy the vision. All of these inconveniences 
— and a dozen more — are forever gone when ROLSCREENS are installed. ROL- 
SCREENS are permanent — mounted at the head of the window — out of sight 
when out of use, but ready on the instant. They are guaranteed for ten years, but 
should last a lifetime. Beauty, Convenience and Economy conspire to make ROL- 
SCREENS a thing of necessity — something to make home chores a genuine pleas- 
ure and home comforts of intense enjoyment. 
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ALTERNATE 


No. | ROLSCREEN BOX No. 2 No. 3 
BOX IS SET AGAINST PLASTER 
SOFFIT. THIS INSTALLATION IS ore ORs Shape 


USED IN NEW AS WELL AS 
OLD CONSTRUCTION Rei Rees 


HEAD SECTIONS 


ORDER INFORMATION 
WHEN ORDERING ROLLSCREEN 908 
GIVE 

|. TYPE OF SASH TO BE SCREENED 


CLUDING MANUFACTURERS NAME 
“An DIMENSION 
. “B” DIMENSION 
. “H” DIMENSION 


. TYPE OF HEAD SECTION ADOPTED 
(i.e., ALTERNATE 1, 2 OR 3) 


PROVIDE SKETCH IF ANY OTHER TYPE OF 
HEAD SECTION IS ADOPTED 


“LY” DIMENSION 
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WIDE FLANGED GUIDE 
(NOTCHED FOR CASEMENT HANDLE) 


“B” DIMENSION 


A” DIMENSION 
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ROLSCREENS of Pella are particularly well adapted for screening Andersen Casement Windows 
— with very little modification of standard construction. To conceal the housing, a section of the 
head frame member is cut out. If not necessary to conceal the housing, rip the stops and install 
the ROLSCREEN guides between the split portions. See detail at right. The Andersen Frame 
Corporation, Bayport, Minn., make provision for ROLSCREEN by merely specifying. 


ROLSCREENS are easily installed — no bother, muss or confusion. No bruises, knocks or ruined 
dispositions in removing for winter storage, They do not detract from window appearance be- 
cause there’s no screen cloth over glass when the window is closed. They stay clean — last 
long. They're ready for instant use — even in winter to protect drapes from blowing out. And, 
they're guaranteed for ten years. They please the architect because beauty is preserved — and 
the owner for their all around convenience. 
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ORDER Pe eee 
WHEN ORDERING ROLSCREEN 9 


TRANSOM BAR. SEE ROLSCREEN glo 


SASH MANUFACTURER 
FRAME TO RECEIVE ROLSCREEN AS SHOWN 
ON DETAIL AT NO ADDITIONAL COST. 
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ROLSCREEN 912 


ROLSCREENS | 
ror GurTiS SSAUZE Winnow Unit! 


ROLSCREENS of Pella are easily installed in Curtis Silentite ‘‘Pre-Fit” Window Units. No prelim- 
inary arrangements are necessary. The metal housing which carries the coiled screen cloth is 
mounted under the head of the window—no bother, no fuss and no added expense. The stops are 
split and the narrow guides mounted between the split portions — as shown in the detail at the 
right. 


With ROLSCREENS, the Curtis Window retains its inherent beauty. If flat frame screens are con- 
sidered, even though they are neatly made and snugly fit, they are a continuous nuisance. They 
have to be taken down for window washing and for storage. And, during the entire insect season, i 
they completely blot out the beauty of the window — that beauty which is achieved by dividing ie 
the sash into clearly defined panes of clear, sparkling glass. 
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ORDER INFORMATION 
WHEN ORDERING ROLSCREEN FOR DETAIL 
912, GIVE: 


1. DETAIL NUMBER 

2, “A” DIMENSION 
3. “BY” DIMENSION 
4. “H/ DIMENSION 


ROLSCREEN BOX 


“AH” DIMENSION 


NOTE: 

THIS DEFAIL IS INTENDED TO BE USED ONLY 
AS A GUIDE FOR INSTALLING ROLSCREENS. 
SEE CURTIS COMPANIES CATALOGUE FOR 
COMPLETE INFORMATION REGARDING 


i : \ ie ieee WINDOW DETAILS, SIZE OF TRIM, ETC., ETC. 
PT ie ee 

—1SILL Pome ly 

/, 


L | 
| Rea 
i Se ae 
Se a GUIDE — ee ee soe eee 
ake Bee A nes ES 


YY - PELLA, IOWA 


pi 


914 ROLSCREEN. 


oS ee ee 


a 


pe ep as 


Sax. | 


‘| 
| 


ROLSCREENS LIGHT SEALAIR 
FOR Kawneer WEIGHT-HUNG 


WINDOWS 


Pella ROLSCREENS provide a most practical method of window screening for Kaw- 
neer Aluminum Windows. Being hung at the head of the window — out of sight if 
desired — they do not detract from the beauty of Kawneer construction when the 
window is closed. No storage space is required as Pella ROLSCREENS roll up out 
of sight and store themselves when not in use. Window washing is made safe and 
easy, and awnings or flower boxes are reached with practically no effort at all. 
Pella ROLSCREENS can be conveniently installed in accordance with the detail at the 
right — no fuss or muss — and.at a surprisingly low cost. Over a million and a 
half in use today testify to their practibility. ROLSCREENS are guaranteed for ten — 
years, but their sturdy construction should give them a lifetime of satisfactory service. — 


: INSTALL 


Mi 


ATION DETAIL _ 


\f DETAILING INFORMATION 
This is only a suggested ROLSCREEN Detail 


and wood trim may be modified, bearing only 
one rule in mind, i.e.: the °B” width dimension 
taken from face to face of wood stops, which 
is the ROLSCREEN controlling dimension, must 
always be on some 4" — that is, 213”, 224", ete. 
This dimension can always be arrived at by 
varying the thickness of the removable stops. 


In ordering ROLSCREENS, furnish 3 dimensions: 


1. A’ Dimension-Back to back of stops. 
2. *B” Dimension-Face to face of stops. 


“A” DIMENSION 


3. “H’’ Dimension-Top of housing to finished sill. 


Other details showing ROLSCREENS installed 
by means of plaster channels or friction angles 
will be furnished upon request. 


NOTE:--This detail is intended to be used only 
as a guide for installing ROLSCREENS. See 
Kawneer Company’s catalogue regarding win- 
dow details, trim, etc. 


REMOVABLE WOOD STOPS 


"BY" DIMENSION 


A” DIMENSION 
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916 ROLSCRE 


The DE-LUXE ROLSCREEN a 
on DOUBLE HUNG WINDOWS | 


Pella ROLSCREENS are ideal for screening Double Hung Windows. How engag- 
ing is the beauty of a fine Colonial window with white muntins clearly defining 
the symmetrical panes of clear, sparkling glass. They never intrude upon architec- 
tural beauty. They are mounted on the inside—out of sight if desired—in new or 
old construction without bother or muss, in accordance with the details at the 
right. They are permanent—never have to be removed for window washing, 
awnings, flower boxes or storage. They are guaranteed for ten years, but their 
sturdy construction should give them a lifetime of satisfactory service. Over a — 
million and a half in use today throughout the world testify to their practicability. 
Pella ROLSCREENS conserve the beauty of the window—and ata surprisingly low _ ey ae 
cost. The illustrated book, sent free upon request, will give you further information. selene 


_INSTALLATION DETAIL 


NOTE: 

BOX MAY BE SET DIRECTLY 
UNDER HEAD JAMB IN AS SHOWN | 
BY DOTTED LINE. 


ORDER INFORMATION 
WHEN ORDERING ROLSCREENS FOR 
THIS INSTALLATION, GIVE: 
1. “A” DIMENSION 
2.""B"’ DIMENSION 
3."‘H" DIMENSION 
4. THIS DETAIL NUMBER 916 
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ROLSCREENS 
ov WOOD CASEMENTS 


Pella RCLSCREENS are unusually adaptable for screening wood casement windows: 
Not only do they preserve the architectural beauty of the opening, but they give full 


operation to the window while the ROLSCREEN is in place. They are mounted at the 


head of the window—out of sight if desired—in either old or new construction and 5} 
without muss or bother. They permit easy and quick access to the exterior of the win- | 
_dow for awnings, flower boxes and window washing. Being permanently installed 
on the inside, they remain constantly free from dust and dirt and insure clean drapes. | 
They need never be taken down, for when they are in they are in forever. They are 
guaranteed for ten years but their sturdy construction makes possible a lifetime of — 
service. Over a million and a half are in actual use today, thereby testifying to their 
practicability. Installation information for wood casements is found at the rg goes 


details available for any type window. 
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"HH" DIMENSION 


LATCH AND 
OPERATING BAR 


REMOVABLE STOPS 


"BR" DIMENSION 


"A" DIMENSION 


INSTALLATION DETAIL _ 


ORDER INFORMATION 
WHEN ORDERING ROLSCREENS, 
FURNISH 3 DIMENSIONS— 


|. “A” DIMENSION 
2. ““B”’ DIMENSION 
3. ‘'H” DIMENSION 


OTHER DETAILS SHOWING ROL- 


“SCREENS INSTALLED IN VARIOUS 


TYPES OF WOOD CASEMENT WIN- 
DOWS WILL BE FURNISHED UPON 
REQUEST. FOLLOW THIS ONE RULE 
IN DETAILING FOR STANDARD 
STOCK SIZES OF ROLSCREENS — "B" 
DIMENSION, OR "FACE TO FACE OF 
STOP" DIMENSION, MUST ALWAYS _ 
BE ON SOME !/, INCH DIMENSION, 

|. E., 24/, INCH, 25 INCH, ETC. 
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ROLSCREENS 
ror WINDOWS 
wits STONE TRIM i} 


ROLSCREENS can be satisfactorily installed in stone construction with the aid of 
friction angles. No special window details are necessary. They can be mounted 
equally as well in new or old construction without the least muss, fuss or bother. 
They are installed on the inside, out of sight if desired, and painted to match the 
trim so as to make them hardly noticeable. They become a permanent part of the 
window, always clean to prevent soilage to breeze-blown drapes, and make 
easy access to the outside of the window for window washing, flower boxes or 
awnings. They are guaranteed for ten years but with ordinary care they should 
last a lifetime. Over a million and a half ROLSCREENS in actual use today in all 
parts of the world attest to their practicability. ROLSCREEN Details for any type 
of window are furnished upon request. 
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INSTALLATION DETAIL 


ORDER INFORMATION 


WHEN ORDERING ROLSCREEN 920 
GIVE: 


|. REFER TO DETAIL NO. 920 
2. “B"” DIMENSION 
3. “C’” DIMENSION 
4. “BI'’ DIMENSION 


ROLSCREEN BOX Ey! 

FRICTION ANGLES ARE MADE IN FOUR 
DIFFERENT SIZES WHICH ENABLES THE 
INSTALLATION OF A STOCK SIZE ROL- 


SCREEN IN ODD WIDTH OPENINGS. 


. DIMENSION 


OPERATING BAR 


FOLLOW THIS ONE RULE IN DETAILING 
FOR STANDARD STOCK SIZES OF ROL- 
SCREENS—"B" DIMENSION, OR "FACE TO 
FACE OF STOP" DIMENSION MUST ALWAYS 
BE ON SOME 1/," DIMENSION, |. E., 241/5", 
25 NEL. 


ROLSCREEN INST! 


(ug ROLSCREENS can be installed in any type of opening. In cases aera 


a flat jamb occurs, or where it is inadvisable to split the stops and mount 
the guides between the split portions, friction angles are used. Friction 


When ordering Rolscreen, angles frictionally hold the screen guides and provision is also made for — 


refer to Detail No. 922 and ; ; “ ; 4 
give “AX Dimension, “37 supporting the screen housing. They are installed without any special 


Dimension and “H” Di- preparation or cutting and without the aid of any special tools. It is ac- 
mension. complished quickly and effectively without the least muss, fuss or bother. 


DOUBLE i WOOD CASEMENT _ | 
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ALL ATION DETAIL 
DN ANGLES — 


Details are given Below or full-sized details will be furnished upon re- 
quest. ROLSCREENS offer a final solution to every window problem. 
They are mounted on the inside—out of sight if desired—and in new or 
- old construction. They are permanent—never have to be removed for Friction Angles are made 
~ window washing, awnings, flower boxes or storage. While they are hey cera erat rete 
guaranteed for ten years their sturdy construction makes possible a 


a stock-size Rolscreen in 
eS S satisfactory service. odd-width openings. 
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ROLSCREENS ano PELLA BLINDS 
wtt CASEMENT WINDOWS 


Pella ROLSCREENS and Pella Venetian Blinds can be successfully installed in casement win- 
dows. They function separately, yet combine in such a manner as to give perfect performance 
and. yet maintain the architectural beauty of the window. They may be installed in new or 
old construction without any special detailing and with no muss or bother. Drapes may be used 
if desired, but they are not necessary in order to complete an attractive setting as beauty is 
paramount in both ROLSCREENS and Pella Blinds. The exterior of the window may be reached 
easily in order to operate awnings, attend to the flower boxes or wash the windows. Complete 
details are given at the right and full sized details may be had upon request. 


ROLSCREEN COM 


i ORDER 


INSTALLATION DETAIL 


INFORMATION 
WHEN ORDERING 
Dy ROLSCREENS 
ca S :S GIVE: 


ROLSCREEN “A DIMENSION? 
ROLSCREEN ““B’’ DIMENSION * f 
ROLSCREEN “HW” DIMENSION 


WHEN ORDERING 
VENETIAN BLINDS 
GIVE: 


» VENETIAN BLIND''B”” DIMENSION 
VENETIAN BLIND''H” DIMENSION 
END SUPPORT NUMBER 


ROLSCREEN “H’’ DIMENSION 


VENETIAN BLIND “HH” DIMENSION 


GIVE THIS DETAIL NO. 
WHEN ORDERING FOR 
THIS INSTALLATION 


VENETIAN BLIND “B’’ DIMENSION | 
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